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COMPACT splicing connector; for solid conductors; max. 2.5 mm?; 8-
conductor; transparent housing; light gray cover; Surrounding air

temperature: max 60°C (T60); 2,50 mm?; transparent
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RoOHS v BOMcheckmet
Compliant

OnuncaHue ToBapa
Advantages:

B Convenient wiring via an extremely compact design
B pysh-in termination of up to eight solid conductors

B Cross-sectionrange: 0.5 ... 2.5 mm?

B Any combination of conductor sizes is possible

B pyYSH WIRE® connection terminates solid (“s") copper conductors

MNpumeyanue:

Terminating Aluminum Conductors

WAGO spring clamp terminal blocks are suitable for solid aluminum conductors up to 4 mm?2/12 AWG if WAGO "Alu-Plus” Contact Paste is used for
termination.

"Alu-Plus” Contact Paste Advantages:
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Automatically destroys the oxide film during clamping.
Prevents fresh oxidation at the clamping point.

Prevents electrolytic corrosion between aluminum and copper conductors (in the same terminal block).

Provides long-term protection against corrosion.

For spring clamp connections with PUSH WIRE® connection technology, WAGO recommends that the aluminum conductor first be cleaned and
then immediately inserted into the clamping unit filled with “Alu-Plus” contact paste.

Itis also possible to apply WAGO “Alu-Plus” additionally on the whole surface of the aluminum conductor before termination.

Please note that the nominal currents must be adapted to the reduced conductivity of the aluminum conductors::
25mm2=16 A

4mm2=22A

NHdopmauua no 6esonacHocTH 1:

** B IMHWAX 3a3EeMIEHNSA

JAaHHble
AneKTpuyecKkue gaHHbie

Ratings per IEC/EN 60664-1

HomwuHanbl cornacHo 1 IEC/EN 60664-1

HomuHanbHoe Hanpskerue (I1/ 2) 450V

HomuHanbHoe nMmnynbcHoe HanpsikeHue (Il / 2) 4KV

HOMUWHanbHbIA TOK 24A

Legend (ratings) (Il / 2) 2 Overvoltage category Il / Pollution degree 2

JAaHHble coegnHeHusA

TexHonoruns coegnHeHns CoeamnHeHve NA0CKO-NPY>XXMHHBbIM 3a>KUMOM
Actuation type Push-in
Connectable conductor materials Copper
Aluminum
Pasmepbl 0AHOXW/TbHBLIX MPOBOAHNKOB 0,5...25mm2/20...16 AWG
[OnvHa cHATua nsonaumm 11 mm/0.43 inch
O6bLee 4ncno ToHek coeanHeHus 8
O6uee yncno noTeHUmManoB 1
Twun npoBOAKM C 60KOBbIM NOAK/IIOYEHNEM
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Material Data

LiBeT npo3spayHble
Cover color light gray
Knacc socrnnameHsemoctu no UL 94 V2
Mo>kapHas Harpyska 0,039MJ
Bec 229
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