ATC 0805 WL SERIES WIRE WOUND CHIP

INDUCTORS

Inductor Selection Guide

Inductance Tolerance (lglz) (l%lnifz) (&Dcim) (t.n)cA) Color
n
(nH) Code min. min. max. max. code
2.8 @ 250 (MHZ) TK 80 @ 1500 7600 0.060 800 Gray
3.0 @ 250 (MHZ) JK 65 @ 1500 7900 0.060 800 Wnite
33@ 250 1K 50 @ 1500 7900 0,080 600 Black
56@ 2% 1K 65 @ 1500 5500 0.080 600 Orange
6.8 @ 250 1K 50 @ 1000 5500 0110 600 “Brown
7.5@ 250 1K S0 @ 1000 4500 0.140 600 Green
8.2 ® 250 (MH 1K 50 @ 1000 4700 0.120 600 Red
10 @ 250 G JK 60 @ 500 4200 0.100 600 Biue
12&2%0 GJK 50 @ 500 4000 0.150 600 Orange
15 @ 250 G J K 50 @ 500 3400 0170 600 Yallow
18 @ 250 G JK 50 @ 500 3300 0.200 600 Green
22 @ 250 (MH G J K 55 @ 500 2600 0.220 500 Blue
24 @ 250 G J K 50 @ 500 2000 0.220 00 Gray
2] @ 250 GJ K 55 @ 500 2500 0.250 500 Violet
338 2% GJK 60 @ 500 2060 0.270 500 Gray
36 @ 250 G J K 55 @ 500 1700 0.270 500 Orange
39 @ 250 (MH G J K 60 @ 500 2000 0.290 500 White
43 @ 200 G JK 60 @ 500 1650 0.340 500 Yallow
47 @ 200 G JK 80 @ 500 1650 0.310 500 Black
56 @ 200 G JK 60 @ 500 1550 0.340 500 Brown
68 @ 200 G J K 60 @ 500 1450 0.380 500 Red
82 @ 150 (MH GJ K 65 @ 500 1300 0.420 400 ontiago
@15 GJK 65 @ 500 1200 0.480 400
100 @ 150 G JK 5 @ 500 1200 0.460 400 Yellow
110 & 150 G JK 50 @ 250 1000 0.480 400 Brown
120 @ 150 G JK 50 & 250 1100 0.510 400 Green
150 @ 100 (MH G J K 50 @ 250 920 0.560 400 Blue
180 @ 100 G J K 50 @ 250 870 0.640 400 Violet
220 @ 100 (MHZ) GJK 50 @ 250 850 0700 400 Gray
240 @ 100 (MHz) Gl K 44 @ 250 690 1.000 350 Fed
270 @ 100 (MHz) GJK 48 @ 250 650 1.300 350 White
130 @ 100 (MHZ) G J K 48 @ 250 600 1.650 310 Black
300 & 100 (MHzZ) Gl K 48 @ 250 560 1.800 260 Brown
470 @ 50 Gl K 13 @ 100 375 2000 250 Violet
560 @ 25 G K 23 @50 340 2100 230 COrange
620 @ 25 G K 21 @50 220 2.200 210 Yallow
680 @ 25 G ) K 21 @ 50 188 2.300 190 Graen
750 @ 25 G JK 23@50 200 2.300 180 Biue
R0 @ 25 GJK 18 @ 50 215 2.500 180 Biue
1000 @ 25 G LK 20 & 50 100 2.500 170 Gray
1200 @ 25 G K 18 @ 25 100 2.500 170 Whine
1500 @& 25 M*l!,‘l G ) K 16 @ 25 100 2.500 170 Black
1800 @ 25 (MHz) G K 16879 80 2.500 170 Brown
2200 @ 25 (MHz) G K 16 @79 60 2.700 160 Rad
2700 @ 25 GlLK 16879 50 2.650 150 Orange
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